<table>
<thead>
<tr>
<th>Component Name</th>
<th>部件名称</th>
<th>Hazardous Substances</th>
</tr>
</thead>
<tbody>
<tr>
<td>Cable Assemblies</td>
<td>電纜組件 (Translation)</td>
<td>銅 (Pb) 鍵 (Hg) 鎂 (Cd) 六價鉻 (CrVI) 多溴聯苯 (PBB) 多溴二苯醚 (PBDE) 雙 (2-乙基己基) 邻苯二甲酸 (DEHP) 邻苯二甲酸丁酯 (BBP) 邻苯二甲酸苯酯 (DBP) 邻苯二甲酸二異丁酯 (DIBP)</td>
</tr>
<tr>
<td>Display</td>
<td>展示 (Translation)</td>
<td>X 0 0 0 0 0 0 0 0 0 0</td>
</tr>
<tr>
<td>Electromechanical Assemblies</td>
<td>機電組件 (Translation)</td>
<td>X 0 0 0 0 0 0 0 0 0 0</td>
</tr>
<tr>
<td>Fasteners</td>
<td>緊固件 (Translation)</td>
<td>0 0 0 0 0 0 0 0 0 0 0</td>
</tr>
<tr>
<td>Lamps</td>
<td>燈具 (Translation)</td>
<td>0 0 X 0 0 0 0 0 0 0 0</td>
</tr>
<tr>
<td>Machined Parts</td>
<td>機加工件 (Translation)</td>
<td>0 0 0 0 0 0 0 0 0 0 0</td>
</tr>
<tr>
<td>Molded Parts</td>
<td>成型件 (_translation)</td>
<td>0 0 0 0 0 0 0 0 0 0 0</td>
</tr>
<tr>
<td>PCBA’s</td>
<td>(电路板)</td>
<td>X 0 X 0 0 0 0 0 0 0 0</td>
</tr>
<tr>
<td>Power Supply</td>
<td>(电源供应器)</td>
<td>X 0 0 0 0 0 0 0 0 0 0</td>
</tr>
<tr>
<td>Sheetmetal</td>
<td>鉄金件 (Translation)</td>
<td>0 0 0 X 0 0 0 0 0 0 0</td>
</tr>
<tr>
<td>Tubing</td>
<td>管道 (Translation)</td>
<td>0 0 0 0 0 0 0 0 0 0 0</td>
</tr>
</tbody>
</table>

O: 表示该有害物质在该部件所有均质材料中的含量均在GB/T26572规定的限量要求以下。
Indicates that the concentration of the hazardous substance in all homogeneous materials for the part is below the relevant threshold of the GB/T 26572 standard.

X: 表示该有害物质至少在该部件的某一均质材料中的含量超出GB/T26572规定的限量要求。
Indicates that the concentration of the hazardous substance in at least one homogenous material of the part is above the relevant threshold of the GB/T 26572 standard.